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THE EHI – AN OVERVIEW

1. Short description of EHI and Department
EURORAD

The Association of the European Heating Industry
(EHI) was founded in 2002 by a merger of several
former European associations with a history of over
40 years. EHI represents and promotes the common
interests of 30 market leaders producing heating sys-
tems, burners, radiators, boilers and renewable en-
ergy systems, and 13 national industrial associations
from the EU Member States. The member compa-
nies of EHI reach a turnover in 2008 with more than
15 bn and employed more than 120.000 persons.

In 2007, EHI and the European industry of radiators
decided to join forces in order to emphasize the ef-
ficiency of water heating (hydronic) systems. The
previous European association EURORAD was dis-
solved and a Department EURORAD was created
within EHI.

Its aim is to be the prime voice on the core issu-
es which affect the activities of our industry and to
give thorough and well founded advice to policy
makers.

The Department EURORAD within EHI join the lea-
ding eleven manufacturers (Arbonia/Kermi, Baxi,
Bosch, Caradon, De Longhi, Ferroli, Korado, Quinn-
Group, Rettig, The Heating Company, Vaillant
Group/Demir Doküm and Zehnder).

Topics covered by the Department are:

Political Dialogue with European Parliament and
European Commission
European Directives (i.e. EPBD, CPD or EuP)
Standardization (i.e. EN 442 or EN 15316-2-1)
CE marking
Voluntary quality labels (RADMAC)
Market Analysis
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2. European legislative framework

Environmental policy, the efficient use of scarce
energy resources together with rising energy prices
are crucial topics of EU. Therefore the EU Commis-
sion has set in March 2007 the target of 20/20/20 by
2020. In December 2008 EU leaders adopted a com-
prehensive package of measures to reduce the EU’s
contribution to global warming and ensure reliable
and sufficient supplies of energy. Driving the poli-
cy is the EU’s bid to achieve a 20% reduction in its
greenhouse gas emissions by 2020 (compared with
1990 levels), mainly by boosting the use of renewa-
ble energy and curbing energy consumption. For
the transcription of these goals two major directives
in the field of heating, cooling and air-conditioning
are important.

Implications of the three directives for
the building sector

The heightened demands on the overall energy ef-
ficiency of buildings as a result of the requirements
of the Energy Performance of Buildings Directive
(EPBD), the establishment of minimum standards
for energy-using products and the ambitious targets
for raising the proportion of renewable energies are
driving the consistent improvement in the quality of
buildings as regards energy use. The significance of
this for installation engineers is that, in future, only
the most up-to-date technology, combined with rene-
wable energies, will be able to be installed. The hea-

ting requirement of buildings will drop from today’s
average of 250 kWh/ m²a per year to 70 kWh/m²a per
year or even less (see figure 1). These EU prescrip-
tions are already being reflected in current market
developments. In some areas, the market for effici-
ent heating systems that are combined with renewa-
ble energies is already showing significant signs of
dynamic activity. In Germany in 2008, for instance,
45 % of all newly installed heating systems were
linked in with renewable energy sources. This figu-
re has risen by 13 % in less than two years. Similar
developments can also be observed in Italy, France,
Great Britain and Spain. It must be borne in mind,
however, that this development starts, to some ex-
tent, from a relatively low baseline. EHI reckons that
in the EU the proportion of newly installed and mo-
dernised heating systems, which include the use of
renewable energy sources, will rise to 50 % by 2015.

a. Directive 2005/32/EC on the eco-design
of Energy-using Products (EuP)

The Ecodesign Directive provides with consistent
EU-wide rules for improving the environmental per-
formance of energy-using products (EUPs) through
ecodesign. It prevents disparate national legisla-
tions on the environmental performance of these
products throughout the EU from becoming obsta-
cles to the intra-EU trade. This should benefit both
businesses and consumers, by facilitating free mo-
vement of goods across the EU and by enhancing
product quality and environmental protection. The

Figure 2: Primary energy consumption in the EU.
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Figure 1: Development of the heat demand in EU.



4

Figure 3: Efficient heating systems and renewable energies: A) Gas condensing boiler, B) Oil condensing boiler, C) Wood boiler, D) Mini Combined heat
and power, E) Heat Pump, F) Solar thermal systems and G) Radiators.

Directive is under the responsibility of DG Enterpri-
se and Industry and DG Transport & Energy.

b. Directive 2002/91/EC on the energy
performance of buildings (EPBD).

The Directive forms part of the Community initiati-
ves on climate change and security of supply. The
Directive concerns the residential sector and the
tertiary sector (offices, public buildings, etc.). It co-
vers all aspects of energy efficiency in buildings in
an attempt to establish a truly integrated approach.
Measures on labelling and mandatory minimum ef-
ficiency requirements have already been implemen-
ted or are envisaged in the Action Plan for Energy
Efficiency. The Directive is under the responsibility
of DG Enterprise and Industry.

c. Directive 1989/106/EC to Construction
Products (CPD)

The specific mission of the CPD is to improve the
framework conditions for the competitiveness of

the construction and construction products in-
dustries. The Directive is under the responsibi-
lity of DG Enterprise and Industry. To harmonise
the internal European market the CE marking for
products was established. Under the CPD and
take into consideration the EN 442 CE marking is
obligatory for radiators placed on the European
market.

3. Impact of modern heating systems
on energy efficiency

The 160 million buildings in the EU use over 40% of
Europe’s energy and create approximately 30% of
its carbon dioxide emissions, and that proportion is
increasing (see figure 2).

The primary energy consumption in the building
sector is separated in 85% for room heating respec-
tively hot water generation and 15% for electricity.
From this amount nearly 30% and more cost-effec-
tive savings potential of the present consumption in
buildings can be achieved by 2020.

Figure 3: Effi cient heating systems and renewable energies: A) Gas condensing boiler, B) Oil condensing boiler, C) Wood boiler, D) Mini Combined heat 
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Due to the fact that only around 5% of the buildings
in the EU are optimized concerning the energy con-
sumption, the modernization of the building stock is
the main field to save energy and reduce CO2 emis-
sions.

In order to achieve the European targets the current
pace of modernisation must be doubled. High sa-
vings can be achieved by integration and optimizati-
on of all measures only (see figure 3). This includes
the following parts of the heating system: Genera-
tion (boiler or heat pump), Distribution (pump) and
Emission (Radiator or embedded system). Only if
the whole system is optimized and synchronised
between all used components the high energy sa-
ving potentials could be achieved.

Modern heating technology is the key to achieve the
ambitious goals of the EU in the field of environmen-
tal and energy policy. In 1978 heating boilers con-
verted 68% of the fuel they consumed into usable
heat. Today, high-efficient condensing boilers con-
vert up to 96%. The integration of renewable energy

technologies into heating systems offers additional
energy saving opportunities (see figure 3).

With all these new technologies it is necessary to
use low systemtemperatures (45/35°C) to obtain an
optimum of energy efficiency of the heat genera-
tor (boiler or heat pump). For example a gas or oil
condensing boiler is working in its aimed area if
the water temperatures are below 47°C, because at
this level water is condensing out of the flue gas
and additionally energy could be gained. Due to
that the efficiency of the boiler is increasing (see
figure 4).

4. Importance of radiators for the energy
efficiency of a modern heating system

For all of the modern heating systems using a con-
densing boiler and/or renewable energies an emis-
sion system with radiators is suitable. But to take
advantage of the whole energy saving potential, i.e.
of condensing boiler or heat pumps, an adaptation
of the system temperature of the heating system

Figure 4: Innovation cycles in the heating industry.
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is necessary. In general we could say: “The lower
the system temperature the better is the efficiency
of the heating system”, i.e. instead of 80/60°C or
70/55°C better use design temperature of 45/35°C.
Due to this modification in most cases replacement
of old radiators will be needed. If further moderni-
sations on the heating system will be made, i.e. de-
crease of the room temperature (energy saving 6%
by 1K) or new thermostatic valve with 1K (energy
saving up to 5%) an overall energy saving potential
of 50% could be achieved. The low inertia of radia-
tor systems and therefore fast reaction to the adap-
tion of temperature changes supports this energy
savings. Taken all this into account the costs for the
modernization of the heating system including the
radiators will be redeemed in a few years due to the
high reduction of energy consumption.

A comparison of a high temperature system (80/60
or 70/55) and a low temperature system (45/35)
shows the implications for the energy efficiency
and what role radiators play in order to be able
to exploit the energy saving potentials when high
temperature systems are exchanged and low tem-
perature systems are installed. Investigations show
the relationship between heat pumps and radiators.
Additionally they calculate the annual COP values
taken into account heating only or heating and do-
mestic hot water production (see figures 5 and 6).

Figure 5: Boiler efficiency depending on the
system temperature.

Figure 6: Efficiency of a electrical ground-source heat pump depending
on the system temperature.

Radiators in combination with:

Heat pumps:The efficiency of heat pumps is
mainly influenced by the system temperature.
A lower system temperature leads to a higher
efficiency. Radiators can be designed for typi-
cal system temperatures of heat pumps (i.e.
45/35°C).

Condensing boilers: Like heat pumps conden-
sing boilers work with low system temperature
to extract the heat out of the flue gas. Correctly
designed radiators guarantee the fully use of the
efficiency from condensing boilers. Therefore the
size of the radiators must be adjusted.

If a building will be equipped with a new heating
system it is necessary to use modern radiators.
Within the necessary replacement the structural
expenditure, the possible impairments, resulting
dirt and noise has to be taken into consideration.
For those issues the manufacturers offer simple
solutions by which a 1:1 replacement is possible.
The goal of a simple and fast assembly of the hea-
ting system could be reached: Empties, unscrews,
screws on, fills. These steps complete the replace-
ment of a radiator. That example shows that radia-
tors are a simple and efficient solution to be ins-
talled in new and existing buildings independent of
the other parts of the heating system.
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New buildings: Radiators fit into every building
and heating system and guarantee a high effici-
ency level. For example: The use of radiators
in bath rooms allows a fast and precise control
of the room temperature. Therefore radiators are
the most suitable products.

Modernisation: Without any problem radiators
provide a solution for every modernisation to
achieve a higher efficiency of the new heating
system.

These implications of the different system tempera-
tures and other main drivers for an efficient heating
system are postulated within the EN 15316-2-1 “Hea-
ting systems in buildings - Method for calculation of
system energy requirements and system efficienci-
es - Part 2-1: Space heating emission systems”.

Furthermore with the exchange of old radiators es-
pecially “thermal comfort” could be improved. Ad-
ditionally a variety of different designs for radiators
are available.

Figure 7: Different designs of radiators.

5. Conclusion

Radiators are a high efficient and comfortable emission system.
They can be combined with all modern heating technologies and renewable energies.



Extensa Building 1
Rue Colonel Bourg 153

B-1140 Brussels

Tel: +32-(0)-2-706-8720
Fax: +32-(0)-2-706-8721

E-Mail: udo.wasser@ehi.eu
www.ehi.eu


